
CF15
Pendle Composite 
Dealer Boot - brown

key features
• Water resistant leather upper
• Lightweight metal-free toe cap and midsole
• Elasticated side panel
• Heel kickplate for easy removal
• Eazi-Step padded and breathable insole for comfort

• Dual density shock absorbent, anti-slip, anti-
static and fuel oil resistant PU sole

• Energy absorbing heel reduces foot fatigue
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Description
The Pendle dealer boot is a classic style featuring a water resistant leather upper 
to keep feet dry and elasticated side panels for easy putting on. It has both toe cap 
and midsole protection made from lightweight, metal free composite material, with 
a kick plate on the heel for easy removal. Its hardwearing, dual density PU sole is 
shock absorbent, anti-slip, anti-static and fuel oil resistant and Blackrock’s padded 
EaziStep insole ensures maximum comfort. 

Sizes
UK 3-13 (available in 
size 6.5 and 10.5)

Standards
EN20345 S3 SRC

The EaziStep™ insole is made from lightweight, ergonomically designed PU/mesh 
material that gives all day comfort and relieves tension in areas vulnerable to impact 
and stress such as the ball of the foot and heel area. Puncture holes give breathability 
without compromising any anti-static properties the footwear may have.

Pull tab for easy 
access and removal 

water resistant 
leather upper

Protective  
non-metallic toe cap

available in 
three colours

padded insole

Protective  
non-metallic midsole



Rodo Limited, Lumb Lane, Droylsden, Greater Manchester, M43 7BU, United Kingdom 
www.blackrockworkwear.com | Tel: 0161 371 6400 | Email: sales@rodo.co.uk | Reg No. 1832828

TECHNICAL data SHEET

Page 2

feature icons

PRODUCT DETAILS

MATERIALS
• Water resistant leather upper
• PU/PU sole
• Non-metallic toe cap
• Non-metallic woven midsole
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size colour packagingbarcodes

Each pair individually boxed

Purchase multiple: 1

Outer carton quantity: 10

certification/markings
EN ISO 20345:2011 is an internationally recognised standard which specifies 
requirements for safety footwear. Any product which references an EN standard must 
have the relevant certification attributed to the product code found on the product.
 
The product standard can be found on the tongue label and should match that stated 
on the certification. The standard is usually a group of numbers and letters, for 
example S3 WR HRO SRC. These letters and numbers denote the characteristics that 
make up the footwear you are buying which include properties such as protective toe 
cap, water-resistant uppers, protective midsole, fuel oil resistance, anti-static, heat 
resistance and slip resistance.
 
Users are advised to select the required class of performance based on the risk 
assessment of the location and/or task as appropriate.
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typical industries
• Automotive
• Facilities management
• Airport & logistics
• Agriculture & landscaping

• Transport
• Warehousing


